ELAFLEX

UNITI expo 2018
Neues von ELAFLEX
(Translation see overleaf)
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Zur UNITI expo 2018 stellen wir u.a. diese Produkte 'vom
Terminal zum Zapfventil' an unserem Stand vor:

ZVA AdBlue LV: Neueste Ausfihrung fir die AdBlue®
PKW-Betankung, Information 1.16 D.

SG 1" 8S: Neues Schauglas DN 25 aus Edelstahl,
geeignet fur ZVA AdBlue Zapfventile.

ZVA Slimline 2 Zapfventile sind gerustet fur die Zukunft:
Geeignet fur Otto- und Dieselkraftstoffe und deren
Bio- und E-Fuel-Varianten.

ZVA Slimline 2 HT: Hochtemperaturversion fir beson-
ders warme Regionen, Information 5.18.

ZVA Slimline 2 TLP: Sonderausfuhrung mit Aufrastung
des Schalthebels in drei Positionen, Information 9.17.

Verbesserte Aufhalteraste EF 033.2 flr ZVA Slimline 2
aus PEEK, Information 6.18.

ZVA 25: Auslaufrohr mit Edelstahlkappe serienmaBig,
Information 8.17.

Kraftstoff-Kennzeichnungstrager nach EN 16942: Ab
Herbst 2018 fir alle europaischen Zapfpunkte Pflicht.
Nachristung fur ZVA Zapfventile durch den 'Fuel
Grade Identifier', Information 3.17.

Schutziiberzug 'EA 866' fir ZVG 2 Autogas-Zapfventile:
mit groBer Werbeflache und integrierter Kraftstoff-
kennzeichnung nach EN 16942, Information 4.17.

ZVG 2 K: Neues Autogas-Zapfventil fir den japanischen
und koreanischen Markt.

Schnelle und sichere CNG-Betankung mit Zapfventilen,
Kupplungen, Kugelhdhnen und Druckverteilern sowie
AbreiBkupplungen unserer Tochtergesellschaft Oasis.

Camlock 'Made by Elaflex', 100% normgerecht nach
EN 14420-7: Erweitertes Lieferprogramm, z. B. Mutter-
kupplungen in EASYLOC® Version mit automatischer
Hebelarretierung, Information 2.18.

ZVF 25: Zapfventil zur Flugzeugbetankung, jetzt bunt-
metallfrei nach JIG-Richtlinien.

ZVF 50 Zapfventil zur Flugzeugbetankung, lieferbar in
gruner Ausfihrung fUr den neuen Kraftstoff UL 91.
ELAFLEX CRYO: Neu entwickelter Folienwickelschlauch
fur den Transfer von LNG.

‘Elaflex goes smart' mit der neuen Product ID App: Flr
Android- und iOS-Gerate. Durch Scannen des Data
Matrix Codes von Elaflex-Produkten erhalt man u.a.
Zugriff auf technische Produkt-Spezifikationen.

AdBIlue® ist ein eingetragenes Warenzeichen des VDA.
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UNITI expo 2018
News from ELAFLEX

At UNITI expo 2018, we will showcase products 'from
Terminal to Nozzle' at our stand:

ZVA AdBlue LV: Latest version of the nozzle for
AdBlue® light vehicle refilling, Information 1.16 E.

SG 1" SS: New sight glass DN 25, made of stainless
steel, for ZVA AdBlue nozzles.

ZVA Slimline 2 nozzles well equipped for the future.
Suitable for petrol and Diesel fuels as well as their
Bio and E-fuel alternatives.

ZVA Slimline 2 HT: High temperature version for
especially warm regions, Information 5.18.

ZVA Slimline 2 TLP: Special type incorporating three
latch positions, Information 9.17.

Improved latch EF 033.2 for ZVA Slimline 2 or PEEK,
Information 6.18.

ZVA 25: With stainless steel cap as a standard,
Information 8.17.

Fuel Grade Identifier to EN 16942: Required on all
filling points in Europe by autumn 2018. Easy on-
site retrofitting with our 'EK-FGI', Information 3.17.

Scuffguard 'EA 866" for Z\/G 2 Autogas nozzles:
Offers a large space for individual advertising and
comes with an integrated Fuel Grade Identification
to EN 16942, Information 4.17.

ZVG 2 K: New LPG nozzle for the Japanese and
Korean LPG market.

Quick and safe CNG refuelling with fill valves,
nozzles, ball and check valves, manifolds, break-
away couplings and accessories of our daughter
company Oasis.

Camlock couplings ‘Made by Elaflex', 100% con-
form to EN 14420-7: Extended product range,
e.g. female couplers in EASYLOC® version with
automatic lever lock, Information 2.18.

ZVF 25: Nozzle for aircraft refuelling, now entirely
of non-ferrous metals to JIG Guidelines.

ZVF 50: Nozzle for aircraft refuelling, now also
available in green version, for the new fuel UL 91.

ELAFLEX CRYO: Newly developed composite hose
for the transfer of LNG.

'Elaflex goes smart' with the new Product ID App:
For Android and iOS devices. By scanning the Data
Matrix Codes on the Elaflex product, the user gets
access to technical specifications and documents.

AdBlue® is a registered trademark of VDA.
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